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SMT pick & place machine P1 
• Component centering: Visionsystem / Camera 
• Feeders: 5 semiautomatic tapefeeders + 2 x trays 
• Placement rate : up to 800 cph 

 

 
 
SMT pick & place machine P10 
• Desktop – automatic placer incl. dispensing head 
• Component centering: Visionsystem / Camera 
• Feeders: 5 semiautomatic tapefeeders + 2 x trays 
• Placement rate : up to 800 cph 

 
 
SMT pick & place machine P20 
• Component centering: Visionsystem / Camera 
• Feeders: 5 automatic tapefeeders + 2 x trays 
• Placement rate : up to 800 cph 

 
 
SMT pick & place machine P30 
• Desktop – automatic placer incl. dispensing head 
• Component centering: Visionsystem / Camera 
• Feeders: 5 automatic tapefeeders + 2 x trays 
• Placement rate : up to 800 cph 



  
     

 
 
 
 
 

 
 

 
 

 
 
 
 
 

 
 
 
SMT pick & place machine P40 
• Desktop – automatic placer – 1 p & p head 
• Component centering: Visionsystem / Camera 
• Feeders: 5 automatic tapefeeder + 2 x trays 
• Placement rate : up to 2000 cph 
 

 

 
 
SMT pick & place machine P50 
• Desktop – automatic placer – 2 p & p heads 
• Component centering: Visionsystem / Camera 
• Feeders: 5 automatic tapefeeder + 2 x trays 
• Placement rate : up to 3000 cph 

 
Automatic dispenser D10 
• max. PCB: 400 x 500mm 
• Dispensing valve : air pressure valve 
• Distance measurement: contactless 
• Dispensing rate : up to 8000 dots/h 
• Programming: Gerber-editor / CAD-Editor 

 
Automatic dispenser D20 
• max. PCB: 400 x 500mm 
• Dispensing valve : precision auger valve 
• Distance measurement: contactless 
• Dispensing rate : up to 8000 dots/h 
• Programming: Gerber- editor / CAD-Editor 

 
Automatic dispenser D30 
• max. PCB: 400 x 500mm 
• Dispensing valve : Jet dispensing valve 
• Distance measurement: contactless 
• Dispensing rate : better than 20 000 dots/h 
• Programming: Gerber-editor / CAD-Editor 



 
 
 

 
 

 
 

 
 

 

LE-40V Pick and Place Equipment with Vision 
Max board size: 13.5” x 22” (343mm x 560mm)  
Smallest component capability: 0201 components  
Largest component size: 1.378” (35mm) square body  
Placement accuracy: ± 0.001” (0.025mm)  
Max placement rate: 3000 cph  
Typical verifiable placement rate: 1800 - 2500 cph  
Fine pitch capability: To 15 mil pitch (0.381mm)  
Max travel area: 22” (X axis) x 22” (Y axis) (560mm x 560mm)  
Overall dimensions: 38” x 38” x 21" (965mm x 965mm x 533mm)  
Max no. of feeders (8mm tape): 64  
Max no. of feeders with L-GB-12 bank feeders: 96  
Tape feeders: 8, 12, 16, 24, 32, 44 mm (Electrical)  
Vibratory Feeders: Loose, tube, stick (frequency & amplitude control)  
Matrix Tray Feeders: With Board/Matrix tray holders  
Dispenser Option: Up to 10,000 dots/hour 

 
LE40 Pick and Place Machine (idem CS40 sauf) 
Smallest component capability: 0201 components  
Placement accuracy: ± 0.001" (0.15mm)  
Max placement rate: 3000 cph  
Typical verifiable placement rate: 1800 - 2500 cph  
Fine pitch capability: To 15 mil pitch (0.635mm)  

 

CS40 Pick and Place Machine 
Max board size: 13.5” x 22” (343mm x 560mm)  
Smallest component capability: 0603 components  
Largest component size: 1.378” (35mm) square body  
Placement accuracy: ± 0.006" (0.15mm)  
Max placement rate: 2100 cph  
Typical verifiable placement rate: 1000 - 1800 cph  
Fine pitch capability: To 25 mil pitch (0.635mm)  
Max travel area: 22” (X axis) x 22” (Y axis) (560mm x 560mm)  
Overall dimensions: 38” x 38” x 21" (965mm x 965mm x 533mm)  
Max no. of feeders (8mm tape): 64 Max no. of feeders with L-GB-12 bank feeders: 96 
Tape feeders: 8, 12, 16, 24, 32, 44 mm (Electrical)  
Vibratory Feeders: Loose, tube, stick (frequency & amplitude control)  
Matrix Tray Feeders: With Board/Matrix tray holders  
Laser Centering: Not available  
Vision system: Color CCD card camera  
Dispenser Option: Up to 10,000 dots/hour 

MPP-21 Pick and Place System 
Max board size: 16” x 24” (406mm x 610mm)  
Smallest component capability: 0402 component  
Largest component size: 1.378” (35mm) square body  
Max placement rate: 400 components per hour  
Overall dimensions: 25” x 28.5” x 7” (635mm x 724mm x 178mm) 
Height w/stand = 35" (889mm)  
Dispenser Option: 4-Mode programmable dispenser  
Annual Duty Cycle: TBD 

MPP-11 Pick and Place System 
Max board size: 14” x 14” (356mm x 356mm)  
Smallest component capability: 0402 component  
Largest component size: 1.378” (35mm) square body  
Max placement rate: 400 components per hour  
Overall dimensions: 27.5” x 30” x 9” (700mm x 762mm x 230mm) 
Dispenser Option: 4-Mode programmable dispenser Annual Duty 
Cycle: TBD 


